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PLATINUM SENSOR

RANGE BRIDGE BOARD|{ SET POINT ASSEMBLY
0 to 500°F B007-157 A006-243
0 to 1000°F B007-158 A006-250
0 to 100°C B007-159 A006-251
0 to 350°C B007-160 A006-252
0 to 500°C B007-161 A006-253

ORDERING INFORMATION

Specify model number,

specify meter (if required).

Model 03-00-04 — ON/OFF
Model 03-00-05 — Proportional with Reset

Meter 835-025

temperature range, bridge board number,
sensor type, and setpoint potentiometer assembly number.
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SPECIFICATIONS

GENERAL:  The Model 03-02-01 is an On-Off, integral cycle, zero switching

- temperature controller using positive tamperature coefficient sensor.
The controller is not isolated from the Tine. The unit has an inter-
nally mounted set pot. :

DESIGN AND PERFORMANCE SPECIFICATION:

LINE VOLTAGE: 115 VAC + 10%, 60 Hz.

PQWER CONSUMPTION: 3.5 VA exclusive of load power.

AMBIENT OPERATING TEMPERATURE: 500 F to 1250 F.

OUTPUT:  Solid state switch for driving resistive loads up to 500 watts @ 115

VAC. Switch is On—Off,/integra1 cycle, zero switching. Output switch
is not isolated from the sensor. :

SWITCHING SENSITIVITY: 1 ohm change in sensor-resistahce rework.

SET-POT; Mounted on controller terminal board.

CONTROLLER TEMPERATURE RANGE:  Designed to suit app1icatidn.
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